RE: BACKFLOW PREVENTION ASSEMBLY/DEVICE TESTING & MONITORING

Note: Installation of new backflow assemblies are approved by local Building & Safety Department or other Authority Having Jurisdiction via plumbing/construction permits. Obtain appropriate permits upon installation of backflow assemblies.

TESTABLE ASSEMBLIES: For the protection of your drinking water supply the backflow prevention assembly, as described on the reverse-side of this form, shall be tested at least annually pursuant to the requirements outlined in the California Code of Regulations, Title 17 § 7605, Los Angeles County Code, Title 11 § 11.38.480, California Health & Safety Code, section 116800 and California Plumbing Code, section 603.2:

* Backflow prevention assemblies shall be tested at the time of installation, repair, or relocation and not less than on an annual schedule thereafter, or more often where required by the Authority Having Jurisdiction*. Where found to be defective or inoperative, the assembly shall be repaired or replaced. No assembly shall be removed from use or relocated or other device or assembly substituted, without the approval of the Authority Having Jurisdiction.

* The testing of backflow prevention assemblies shall be performed by a qualified individual possessing a valid Backflow Testers Certificate of Competency issued by the County of Los Angeles Department of Public Health. A list of companies employing certified backflow prevention assembly testers can be found at:

www.publichealth.lacounty.gov/eh/docs/ep_cross_con_emplist.pdf

* On the request of the owner/operator our office will verify reports/results that indicate an assembly failure. Call for details.

* Once the backflow testing has been performed the certified backflow assembly tester shall fill in the test notice with results of the test and return the test notice to you for processing it back to this program. Make a copy for your records and send the original back to this office.

MONITORING OF NON-TESTABLE DEVICES

* Air gaps or any other devices used in lieu of a testable backflow prevention assembly for the protection of the potable water supply shall be monitored by the project manager/owner and reported back to this program as still in compliance or if missing shall be replaced.

Delinquent backflow prevention assembly testing & monitoring notices and/or failure to test the backflow prevention assembly may result in an administrative hearing. Additional fees shall apply (Title 8 Sec. 8.04.840 LACC).

Backflow prevention assembly testing & monitoring notices under the jurisdiction of this Department shall originate from the Department of Public Health, Environmental Health Division. Water companies and Cities may also send backflow testing notices for assemblies located at the water service connection. Call this office if you receive duplicate test notices on the same backflow prevention assembly, this office will work with the water company to rectify any duplications.

Testing & monitoring test notices are only mailed to the owner/manager having control of the backflow prevention assembly/device. As the owner/manager, you are responsible for the processing and timely return of the notices to this program by the date indicated on the reverse side of this notice.

Concluding the testing of the backflow assembly, sign and date the test notice and mail the original to this Department at the address listed below. Keep a copy for your records. To avoid redundant copies the testing company should not mail in the notice. Do not pre-sign nor pre-date the test notice prior to handing it over to the tester.

You may request a field inspector from this department to conduct a survey of your premises to evaluate hazards that may potentially contaminate your domestic water supply by means of a cross-connection. Forward any and all complaints and/or questions to the address and/or email listed below.

**Contact Information:**
Los Angeles County Department of Public Health, Environmental Health
Cross Connections & Water Pollution Control Program
Dan Bacani - dbacani@ph.lacounty.gov  626-430-5290 main office

* The Authority Having Jurisdiction shall be a federal, state, local, or other regional department or an individual such as a plumbing official, mechanical official, labor department official, health department official, building official, or others having statutory authority (CCR Title 24, Chapter 2).
**Backflow Prevention Device Field Testing and Maintenance Report**

**Firm #:**

**Location:**

**Manufacturer:**

**Model:**

**Size:**

**Serial Number:**

**Notice Sent On:**

**Return No Later Than:**

### Water Pressure:

<table>
<thead>
<tr>
<th>INITIAL TEST</th>
<th>#1 CHECK VALVE</th>
<th>#2 CHECK VALVE</th>
<th>DIFFERENTIAL PRESSURE RELIEF VALVE</th>
<th>AIR INLET VALVE</th>
<th>AIR GAP</th>
<th>2 PIPE DIAMETERS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Closed At/Final Reading</td>
<td>Closed At:</td>
<td>Opened At:</td>
<td>Opened At:</td>
<td>Opened At:</td>
<td>Did Not Open</td>
<td>Approved</td>
</tr>
<tr>
<td>PSID</td>
<td>PSID</td>
<td>PSID</td>
<td>PSID</td>
<td>PSID</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Leaked</td>
<td>Closed Tight</td>
<td>Did Not Open</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Repair/Replacement:

- Cleaned
- Replaced:

### Initial Test:

- Passed
- Repairs/Replaced

### Initial Test: Passed

### Final Test: Passed

### Tester Notes:

**The Above Report Is Certified To Be True:**

**Initial Test By (Signature):**

**Repair By (Signature):**

**Final Test By (Signature):**

---

**Owner/Manager Signature Required**

**http://www.publichealth.lacounty.gov/eh**

**Corrections Address/Business Name**

---

**Site Contact & Phone #**